THE INFORMATION CONTAINED HEREIN IS CONSIDERED "PROPRIETARY" TO BEL FUSE INC. AND SHALL NOT BE COPIED, REPRODUCED OR DISCLOSED WITHOUT THE WRITTEN APPROVAL OF BEL FUSE INC.

NOTES

THE SHAPED AREA ON THE CUSTOMER BOARD ARE RECOMMENDED TO BE CLEAR OFF ANY VIA HOLE OR COMPONENT PAD.

REV.: 1   PAGE: 4

ORIGINATED BY
LI QUANKUN
DATE: 2021-05-27

DRAWN BY
OLIVER ZHANG
DATE: 2021-05-27

TITLE
5 Gigabit MagJack®
(4PPoE, Extended Temperature)
PATENTED

PART NO. / DRAWING NO.
0826-1X1T-JKB-F

STANDARD DIM. TOL. IN INCH [ ] METRIC DIM.

FILE NAME
0826-1X1T-JKB-F_1.DWG

UNIT : INCH [mm]
SCALE : N/A
SIZE : A4

This document is electronically generated. This is a controlled copy if used internally.
APPLICATION:

SUGGESTED PANEL OPENING

NOTE:

THE DISTANCE OF PANEL INSIDE SURFACE RELATIVE TO FRONT SURFACE OF PART IS ONLY A SUGGESTION.
IN CASE THIS DISTANCE IS DIFFERENT, THE REQUIRED PANEL OPENING DIMENSIONS CHANGE ACCORDINGLY.

PACKING INFORMATION

PACKING TRAY: 0200-9999-F6 (TOP)
0200-9999-F7 (BOTTOM)

PACKING QUANTITY: 40 PCS FINISHED GOODS PER TRAY
10 TRAYS (400 PCS FINISHED GOODS) PER CARTON BOX

NOTE: CARDBOARDS ARE PLACED BETWEEN LAYERS OF PACKING TRAY INSIDE CARTON BOX
(INCLUDE THE UPPERMOST AND LOWERMOST TRAY)