
 

 

  

 

 

 

 

 

 
 

 

 

 

 

AC INPUT:  

DC INPUT: 

LR models 

 
AC INPUT: 

DC INPUT: 

LRP models 

 100 – 240 Vac      3 A     50 - 60 Hz  

  125 – 300Vdc       3 A 

Po = 240 W 

 

 100 – 240 Vac      4 A    50 - 60 Hz  

  125 – 300 Vdc      4 A  

Po = 300 W 

 

DC OUTPUTS: 2x 12 V / 12.5 A   (LRP2320 models) 

2x 12 V /10 A       (LR2320 models) 

2x 15 V /10 A       (LRP2540 models) 

2x 1 5V / 8 A        (LR2540 models) 

  

SAFETY APPROVALS

INSTALLATION

CAUTION

PROTECTIVE EARTHING

FUSING

ENVIRONMENTAL CONDITIONS: 

SERVICING

WARRANTY

https://belfuse.com/power-solutions
http://www.belpowersolutions.com/
https://belfuse.com/resources/datasheets/powersolutions/ds-bps-lr-melcher-series.pdf


2 INSTALLATION INSTRUCTION 
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NUCLEAR AND MEDICAL APPLICATIONS

TECHNICAL REVISIONS

INPUT AND OUTPUT CONNECTOR DETAILS

MECHANICAL DIMENSIONS 

Figure 2.   LR models dimension. d >15mm. 

https://belfuse.com/power-solutions


LR Series 3 
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Figure 3.   LRP models dimension. d >15mm. 

 

                                                                        Figure 4.   Models with cooling plate (Option B1). 


