
DH

DC to 2 GHz
2:1 maximum

3.0 milliohms maximum
5000 megohms minimum

50 ohms

500 V maximum at sea level
1500 V maximum at sea level

500 cycles minimum

-65 °C to +180 °C

Electrical Characteristics

Nominal Impedance:
Frequency Range:
VSWR:
Operating Voltage (rms):

Contact Resistance:
Insulation Resistance:

Mating Cycles:

Environmental Characteristics

Temperature Range:

Mechanical Characteristics

Dielectric Withstand Voltage (rms):
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REF. DESCPIPTION   MATERIAL  PLATING

Body

 Insulator

 Ground Terminal
 Socket Contact
Mount Post

 Hex Nut

Zinc Alloy
PTFE

Brass
Phosphor/Bronze
Brass
Iron
Brass

Tin
Gold/Tin

Tin >5 Microns
Nickel
Nickel

Nickel
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Complete Update 17 Mar 084KA
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RoHS COMPLIANT

15 Oct 095LBPannel Cut Out Updated

Lock Washer

19 Nov 156JCECN 2015-012

05 Jan 167JCFreq range and contact position update

CINCH CONNECTIVITY
SOLUTIONS
11 Bilton Road,
Chelmsford,Essex,
CM1 2UP, UK.
Tel: +44 (0) 1245 359515
Fax: +44 (0) 1245 358938

21 Oct 218MSDimension updates - ECN D17509


